
* The provided performance data is an approximation, no guarantee is given and depends on the corresponding features of the primary shredder, the 
shaft configuration and the optimal material in-feed.
x Primary shredder is not intended to operate with this material.
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Optimal Stationary Recycling Solution
Primary shredder Model 5 SE is designed for recycling of wood waste, wood pallets, asphalt, 
concrete. Model 5 E is built on stationary frame to provide stable performance while using electric 
drive. Due to its moderate dimensions Model 5 SE can be deployed in in buildings with limited 
space. Shredding unit and control cabinet feature rollers that enable relocation by a forklift truck.
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Model 5 SE

Advantages

Cost saving and efficient electric motors 160 kW 

Quick shaft replacement system

Hydraulically & mechanically controlled side combs 

Hydraulic discharge conveyor

3 Shredding modes : wood / universal / 
asynchronous

Dust suppression system

Main and tilting hopper volume ~ 2.25 m³

Industry 4.0 - Special module provides remote 
performance analysis, customer feedback and 
troubleshooting worldwide
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GENERAL DATA
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OLNOVA M5 SE

Shafts for Concrete/Asphalt / C&D Waste 

Shafts for Wood / Scrap / Biomass / Plastic Waste

Adjustable Side Combs

DIMENSIONS 
Transportation Width 1989 mm (6.52’) 
Transportation Height 2358 mm (7.73’) 
Transportation Length 5045 mm (16.55’) 
Operational Length 5045 mm (16.55’) 
Operational Height 2358 mm (7.73’) 
Discharge Material Height 1328 mm (4.35’) 
Main and Tilt Hopper Volume 2.25 m³ (79.45 ft³) 
Total Weight 11 t. (24250 lb) 

ENGINE 
Engine Type electric motor 
Power kW/HP 160 kW 

SHAFTS 
Diameter 680 mm (26.77”) 
Length 1500 mm (4.92’) 
Shafts revs. up to 35 rpm 
Weight 2.7t. (5400 lb) 
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OLNOVA Primary Shredders Reduction Ratio* 

  4:1             6:1

Reduction Ration Maximum Range Variation

Green Waste 

Cable Drums

Car Bodies 

Pallets 

Industrial Waste 

Plastic Waste

Domestic Waste 

C&D Waste 

Bulky Waste 

Paper

Tires

Waste Wood 

Root Stems 

Paper Rolls 

Aluminum 

Light Wood Mixed Scraps 

Railway Sleepers 

Engine Blocks 

Asphalt

White Goods

* The provided performance data is an approximation, no guarantee is given and depends on the corresponding features of the primary shredder, the shaft configuration and the optimal material in-feed.
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